
  
        
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Saturday workshop is proving very popular with people coming and going 
even though it is reasonably cool still. 

Submitted by Nick Dykshoon 

Submitt 
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Kim making 

Opinions expressed are not necessarily those of the Editor or Management Committee of the 
Manning-Great Lakes Woodworkers Inc. 

Some important dates for your calendar 

Social Night at Club West 7th February 

Bunnings 22nd January (Sunday) 

      General Club Roster  
January 

Ken, Margaret & Geoff Crapp 

February 

Horrie, Geoff Ayling, Allan.        

                                                         

Gallery Roster 

Sat 14th Jan. Geoff & Margaret 

 Sat 21st Jan. Les & Carroll 

Sat 28th Jan. Doug & Chris. 

Don’t forget the second half of the club fees were due by the end of December, 
for those members who pay in two instalments.  

As there where very few members available for Tuesday night’s meeting please make sure you read the 
minutes of the meeting when you get them. 

 

   



Colourful woods and their chromatic fate 

Wood 

Colourfast 
rating 

(1 – 5) 

Notes 

RED 
Bloodwood  2 Turns a very deep reddish brown—almost black. 

Chakte Kok  1 Turns brown fast, but doesn’t darken. 

Jarrah 2 
Initial colour isn’t quite red, and settled colour isn’t great 
either. 

Tulipwood  3 
Colours desaturate and shift toward brown, but it maintains 
contrast. 

Cocobolo  2 
Colours can darken to nearly black, sometimes contrast is 
maintained. 

ORANGE 

Padauk 2 
Turns a very deep reddish brown (lighter pieces 
turn brownish grey). 

Brazilwood  3 
Initial colour isn’t always great, but retains colours slightly 
better. 

Chakte Viga  3 
Initial colour isn’t always great, but retains colours slightly 
better. 

Buckthorn  3 Starts pinkish orange, slight shift toward brown. 

Canarywood  3 
Colours tend to desaturate to shades of brown, still 
maintains contrasts. 

YELLOW 
Osage Orange  1 Drastic changes toward dark brown inevitable. 

Tatajuba  1 Not great colour to start with, not great colour to end with. 

Yellowheart  4 Retains colour fairly well, though some browning occurs. 

GREEN 
Lignum Vitae  2 Darker pieces can turn nearly black. 

Verawood  4 
Retains olive colour well, may actually increase in 
coloration over time. 

Sumac 3 Colours desaturate to a more neutral olive-brown. 

Pistachio  3 Colours desaturate to a more neutral olive-brown. 

BLUE 

Blue Mahoe  3 
This wood is not blue; it’s a cool grey at best. Dyes give a 
true blue. 

PURPLE 
Purpleheart  2 Gives a good run for a while, but inevitably turns 



brown/black. 

Bois de Rose  1 
This wood is the worst. Expensive, endangered, and turns 
really black. 

Katalox  3 Already nearly black, it is more suited for black than purple. 

Kingwood  3 
Starts reddish purple, shifts toward brown/black. Maintains 
contrasts. 

PINK 
Pink Ivory 1 Turns brown fast, but doesn’t darken. 

Tasmanian 
Myrtle  

3 
Initial colour isn’t the best, but only slight shift toward 
brown. 

Box Elder 2 Much of the colour fades to brown. 

BLACK 
African Ebony  5 Starts black, stays black. 

Wenge  3 Starts very dark can actually lighten over time. 

Panga Panga  3 Starts very dark can actually lighten over time. 

African 
Blackwood  

5 Starts black, stays black. 

 

New additions to the library 

BEALER Alex W Old ways of woodworking 

BETTER HOMES AND GARDENS  Woodworking projects for the backyard 

BETTER HOMES AND GARDENS  woodworking projects country-style 

BRINDLEY B.H. Home decorator and painter 

DRAKE George Router Craft 

FRENCH Howard Gifts (toys) from grandpa's workshop 

KING Patricia Making doll's house furniture 

LIEBAERT Alexis The Pipe 

NAGYSZALANCZY Sandor Woodshop dust control 

ORMSBEE Thomas H story of American furniture 

SMITH Alex Home carpentry illustrated 

SUNSET  Basic carpentry 

Supplied by Nick.  



Future Workshops for 2017 are at the moment being organized. 

So far I have organized offers of the following. 
 
Advanced scroll sawing (open weave, collapsible bowls etc.) 
Warwick & Bernie demonstrators. 
 
Intarsia and the difference between 3D and segmented Intarsia demonstrated by Bernie with 
Ivan & Margaret. 
 
Usage of Foredom and Archer rotary tools, simple carving and detailing demonstrated by 
Bernie. 
 
Segmented calculations and assembly demonstrated by Kim. 
 
Making of box joints (both finger and dovetail) using club jigs. Demonstrated by Geoff Crapp. 
(This will be held in May.) 
 
So as to forward plan, expressions of interest in doing these workshops, would you please email 
me by the end of January. Anyone willing to demonstrate other wood related skills could you 
please contact me? 
 
Nick Dykshoorn has indicated he will be doing some courses on wood drying and design 
aesthetics etc. However Nick is going to email an individual agenda, so please contact him, 
when he does so.  
 
Finishes 
 
 
Pure Tung oil. Extracted from the nut of the china wood tree. Used as a base in many blended 
finishes. Available from catalogs and hardware stores. Difficult to apply, requires many coats, 
good water-resistance. Raw linseed oil. Pressed from flax seeds. Not to be confused with boiled 
linseed, this contains metallic driers. Listed as a food additive by the Food and Drug 
Administration (FDA). Very long curing time, good looks, low water-resistance, frequent 
reapplication. 
Mineral oil. Although derived from petroleum, it is colorless, odorless, tasteless and entirely 
inert. Sold as a laxative in chemists and as a wood finish in hardware and kitchen-supply store. 
Simple to apply, low water resistance, frequent reapplication. 
 Walnut oil. Pressed from the nuts of the walnut tree. Sold as a salad oil in health food stores 
and in large grocery stores. Walnut oil dries and won't go rancid. Easy to apply, frequent 
reapplication. Watch for nut allergies! 
Beeswax. The work of the honey bee. Can be mixed with an oil to create a better-smelling, 
slightly more water-repellent finish. Sold in woodworking and turning catalogs. 



 Carnauba wax. Derived from the Brazilian palm tree. Harder than beeswax and more water-
resistant. Can be used straight on woodenware as a light protective coating or a topcoat polish. 
Sold in woodworking and turning catalogs. 
Shellac. A secretion from the lac bug. Harvested in India. Super blond shellac in flake form is 
the most water-resistant variety. A film-forming finish. Sold in woodworking catalogs and 
hardware and art supply 
 
 
 
 

Show & Tell 
 

 
 

 
 
 

Segmented bowl by Kim, using Hoop Pine, 
Rosewood & Norfolk Pine. 

Budvase made by Nick, using Ebony, 
Padauk and artificial Ivory. 



 Magnetic switch with dust cover  
 Overload protection with reset circuit breaker  
 Depth gauge enables precise thickness control, with adjustability inbuilt  
 50mm dust hood allows connection to shop vacuum or dust collector  
 Fitted with anti-kickback fingers for safety  
 5mm(Minimum) to 153mm(Maximum) range of cut depth 

 

 

 

 

 

   

Buy Sell & Swap   

   

 

 The jointer is a Delta 6” (150mm) Taiwan manufacture on a stand with lockable castors. Condition is 
very good. Uses are for planning, squaring, rebating (12mm) and beveling boards of a 
maximum150mm or 6 inches width. 
Asking price is $375 and pick up at our home in Old Bar. 
Contact Geoff Crapp  @ MGLMM or 6553 3983 
 

Jet 12" 
Benchtop 
Thicknesser 

Contact Bernie at club or on 0432 358 497 comes with spare set of new blades 
and stand on wheels. New $489 offers around $370 ono. 


