Opinions expressed are not necessarily those of the Editor or Management Committee of the
Manning-Great Lakes Woodworkers Inc.

Some important dates for your calendar

Social Night at Club West 2™ May
Bunnings 18™ March (Saturday) Robyn, Roger, Bernie, Kim (am), Geoff (pm)
Bunnings 17" June (Saturday) Volunteers Please advise.

Slabbing at Joe’s 3" June, this is an opportunity to be signed off on the slabber!!! Names
please to Horrie.

*Bunnings BBQ dates for the second half of the year are: Sunday 20thAugust,
Sunday 15th October, Saturday 25th November, Friday 22nd December

General Club Roster

April
Ken, Ben Lyons
May

Gallery Roster

April 17* Horrie and Ken
April 2274 Robyn and Bernie

April 29*" Kim and John Fury

Please make sure you read the minutes of the meeting when you get them.




A jigsaw table was made by Ken Eldridge and donated on behalf of the club to
Bushland Place, thanks Ken.

How a wood turner sees a tree




What's in a shape
name?

This should help if
buying mouldings.

Geoff Crapp has kindly submitted the following article for the Woodworm and I think
we should all read it carefully and digest it! Thanks for your input Geoff.




Tips for our Band saws

Recently we purchased some new blades for the JET 16” saw. A couple of us were keen to see
how well a new blade cut as opposed to older ones that have a bit of a woof in their cutting
action.

A 19mm wide x 20mm pitch blade was set up correctly in the machine and trial cuts were run.
Holey moley! The blade ran true with no sideways or to and fro movement.

A piece of timber donated by GOM Bernie was used to cut some veneer strips approximately 1-2
mm thick by 50mm wide and about 300mm long. It was also a test of Horrie’s new fence.

So good were they that Bernie snapped them up to take home for a sanding finish. That’s right!
The new blades are capable of cutting thin veneer strips off thick timber.

My point? Set the saw up correctly with the right blade size for the wood to be cut and that
applies to all of our band saws. | have always referred to what Henry Brothers of western Sydney
have told me and that is to have a minimum of three teeth in the wood at all times. It provides a
smoother supported cut for both the wood and the blade.

The following photos will show some good cuts and some not so good. So with these in mind
applied with your good sense our blades and saws may stand a good chance of achieving a
satisfactory outcome for all. In all cases the blades on my machine were stationary to protect the
photographer.

The first picture shows 3 teeth in the cut and as one is about to leave it is followed by the next
one coming down.

The next picture shows a 12mm cut that is quite risky for the operator, the job and the blade
because the timber t is too thin for the pitch of the blade.




In the third case 19mm is similar to or less than the gap between the teeth and could result in a
jammed blade, damaged job and maybe a damaged. Operator.

Thel9mm thick cut could result in a jarring cut depending on feed rate as the timber could catch
between the teeth.

Similar photos are of a 12mm blade in a cut. The picture on the right shows a cut that is even
dubious for the smaller blade.. So size does matter!

My advice is to choose the machine and matching blade for your job. It is often too easy to use
whatever is available for a one off cut. But one day folks you’re gonna get caught with your
guard down! Take it or leave it as you will.

Regards,
Geoff C

I am always looking for items to include in the magazine, please don’t hesitate to
forward me anything you have of interest.




Show and Tell

The club was asked to make table legs to support this trouser press and Nick
Dykshoorn undertook the challenge.

It was made out of Jacaranda and stained to match the top.



Vase with captive ring
on neck, by Nick.

Lidded box in camphor
with rosewood nob.

Turned by Kim.

Miniature turned lidded
box of Avocado by Horrie/




Two very large bowls,
one of which is a chip and

dip type.

The other could be used
as a serving tray or bowl.
They are both made from
silky oak.

The third itemis a
bamboo cutting board.

They were all crafted by
Roger Oliver.




Horrie attended a course that demonstrated how to decorate a bowl and colour it. This
is Horrie’s finished item. It is very hard to believe it is made from Jacaranda It is really
outstanding!

A work in progress (marquetry) I
am doing, not sure what it will
finish up as yet!




