
	

		

Light	at	the	end	of	the	tunnel	issue	

	

	

	

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

If you need to change a roster date let Kim know, this roster is consistent with the whiteboard in the club 

 

Please make sure you read the minutes of the meeting when you get them 

Some	important	dates	for	your	calendar	

		General	Club	Duty	Roster		

THE	CLUB	AND	GALLERY	

WILL	BE	CLOSED	UNTIL	

FURTHER	NOTICE	AS	PER	

GOVERNMENT	GUIDELINES	

Privately	respect	social	

Distances	and	personal	

Hygiene.	

	

	

Gallery		

The	Gallery	will	be	
manned	by	members	
in	attendance	approx.	
A	doorbell	has	been	
added	with	a	chime	
and	a	visual	flashing	
light	in	the	Workshop	

	

	

WH&S		

Details	can	be	found	

In	the	Members	
Section	
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The Roebuck Horse Raffle 

Workshops	that	were	planned	for	this	year	may	change	due	to	when	we	re-open	
	
Intarsia	
Carving	
		
Anyone	interested	put	their	names	down	on	whiteboard	and	Bernie	will	advise,	when	I	
know	how	many,	if	anyone.	When	it	will	be	be.	There	will	be	a	small		fee	to	cover	cost	of	
veneers	in	marquetry.	

New Hours of Workshop operation 

Open every Saturday 9.00am to 3.00pm 

2nd Friday   9.00am to 3.00pm 

3rd and 4th Tuesdays 9.00am to 3.00pm 

2nd Tuesdays if desired arrange with Bernie. 

Committee meeting 

2nd Friday   9.30am to 10.30am 

 

General meeting and Show and Tell Saturday following the Committee Meeting 

 

Saturday following the Committee meeting there will be a  Club Sponsored Barbecue. 

*New	tools	have	been	purchased	and	hung	behind	the	workbench,	as	a	shadow	board	has	been	made	please	
return	when	finished.	

	Members	must	remember	to	clean	up	after	themselves	when	using	the	machinery,	especially	the	new	Linisher.	

*	Gallery	-	rostering	details	in	Woodworm,	and	on	calender	in	the	club.	

*	Workshop	duty	roster	-	to	look	after	new	members.	

*	Gallery	and	external	Club	activities	-	wear	club	shirts	or	name	tags.	

*	Club	name	badge	requests	to	Kim,	club	shirts	&	jackets	see	WorkWise,	in	Whitbread	St	Taree..	

Saturdays	are	being	well	attended,	don’t	forget	to	bring	in	food	to	use	on	the	BBQ.	

Remember	the	Saturday	after	the	Committee	meeting	will	be	a	club	sponsored	Sausage	sizzle,	so	come	along	and	
bring	your	project	and	appetite,	just	giving	a	bit	back	to	the	members.	



In and around Nick’s House 

 
Action has been slow, can't go out, waiting for internet order deliveries etc. 
Last week I ordered 25 Silver Perch 10 cm breeding stock for the pond, delivered overnight which 
received the following morning and released I do not know how many fish are left after I had one 
visit this morning. see p1020264.jpg. 

 

 

numbers 42-51 are the what is it?" for the smarties in the club. 

   

 



 

the other numbers are progress of the Microscope Box. 

    

 

      

    



•  
• 1020255   parts for the Box 
• 1020256   clamping American Oak for the Box 
• 1020259   clamping the parts together 
• 1020262   will it fit? 
• 1020263   jig for cutting the hinges recess 

I am still waiting for the lock, hopefully arrives this week. I will "photo" when finish has been 
applied. (Danish Oil) 

Details of the timber: 

Oak, American white 
• Other Names: Northern White Oak, Southern White Oak, True White Oak, White Oak, 

Overcup Oak, Swamp Chestnut Oak, Chestnut Oak (Q. prinus, Q. montana), Overcup Oak 
(Q. lyrata), Swamp Chestnut Oak (Q. michauxii) 

American white oak is a hardwood common throughout the eastern United States. The name 
'white oak' encompasses numerous species, eight of which are commercially available as timber. 
Very similar in appearance and colour to the European oak, American white oak has light-coloured 
sapwood and a light to dark brown heartwood. White oak is mostly straight grained with a medium 
to coarse texture, with longer rays and more figure than American red oak. It has large distinctive 
growth rings, and some medullary rays may be present. 
American white oak is used for a wide range of applications, including shipping and boat building, 
flooring, architectural joinery, exterior joinery, railways sleepers and timber bridges due to its 
strength and resistance to decay.  It is also an excellent timber for high-grade furniture, interior 
woodwork and panelling. Because of its impermeability, the timber is suitable for vats and casks 
holding liquids such as wine and spirits. 
American white oak is a hard, heavy wood, and has low stiffness and good overall strength, 
making it increasingly popular as a structural timber. It also has very good steam bending 
properties. White oak machines well and is easy to glue, nail and screw. It readily accepts stains 
and polishes to a good finish. The heartwood is susceptible to lyctid borer attack and to termites. 
American white oak is imported into Australia and is readily available through specialist wood 
dealers. 
  
Details of the microscope: 
London C. Baker microscope supported by a horseshoe base. the mirror is on a swinging bar, with 
other various lenses & eyepieces in a fitted casing, with a key. Height unextended 31 cm 
C Baker occupation: Scientific instrument agent, Scientific instrument 
manufacturer, Nationality: English; British 

Traded at 244 High Holborn, London (1910-1947) Succeeded by C. Baker Ltd. Traded at 244 High Holborn, 
London, England (1947-1963?), taken over by Vickers Instruments Ltd in 1963. Appear to have traded 
under their original name for some years and then as C. Baker Instruments Ltd until 1991. 

Just a follow up from Ian Fraser's article of the Most Photographed Tree in Australia on mighty 
Uluru, I thought I should do a bit of turning on that species. 
here it is attached. 
the members wishing to read more about the tree can refer to the article I sent last week. 
the sapwood is very distinct and yellow, easy to turn, sand and applying the finish (Danish Oil), the 
hardwood is extremely hard (I mean extremely!). I have turned Mulga, Waddy, Ooly, Myall and 
various other desert timbers but this one takes the trophy in my book. but again the rewards are 
always there. while this sample will invite some comments about the design, to me the challenge 
was to get "something" out of it, specially because it took 2 attempts. 
  
did you ever see your sanding discs disappear in the dust extractor? see 1020299. 



 
 

 
 

   

 
 
 
 
 
 
 
 
 



 
 
Geoff A 
A lamp base made of Rosewood and sprayed with Mirotone lacquer, then finished with steel wool & Mirotone 
wax. 
 

                                   
  
Kim Fetherston Editor 
	

	

	


